






ID#1006267_V1.1
Auer Signal GmbH
Perfektastr. 102, 1230 Vienna, Austria

www.auersignal.com

Electrical Connection
Raccordement Electrique
Elektrischer Anschluß
Collegamento Elettrico
Ligações Eléctricas
Conexiones Eléctricas

FOR USE WITH ALLEN BRADLEY BUL. 889D CABLE ASSEMBLIES

PRE-WIRED. DO NOT DISASSEMBLE THE BASE
PRÉ-CÂBLÉ. NE PAS DÉMONTER LA EMBASE
VORVERDRAHTET, DIE BASIS NICHT ÖFFNEN
PRECABLATO. NON DISASSEMBLARE LA BASE
PRÉ-WIRED. NÃO ABRA A BASE
PRE-CABLEADO. NO DESENSAMBLE LA BASE  
MAX: 30 V AC/DC

Wiring practices must meet applicable electrical codes.
Les procédures de câblage doivent répondre aux codes électriques en vigueur.
Bei der Verdrahtung sind die geltenden elektrotechnischen Sicherheitsvorschriften zu befolgen.

 
 

Process data:

Interface:

Example: Tower with 3 CT5DC Modules    1: continous-OFF / 2: blink-ON / 3: double flash-ON

Process data Bit >> 7 6 5 4 3 2 1 0
Compatible 

Modules

Module - function Byte 1 Module 5 CT5DC

Module - function Byte 2 CT5DC

Module ON/OFF Byte 3 0 Module 5 Module 4 Module 3 Module 2 Module 10 0

0 0 0 0

ALL

Module 1

0 0

Module 4 Module 3 Module 2

Process data Bit >> 7 6 5 4 3 2 1 0

Module - function Byte 1 0 0 0 0 0 0 0 0

Module - function Byte 2 0 0 1 1 1 0 0 0

Module ON/OFF Byte 3 0 0 0 0 0 1 1 0

Significant bit High Low

continous 0 0

blink 1 0

flash 0 1

double flash 1 1

Module 
function

4 3 2 1

C/Q L-
2L+

(optional)
L+

Settings CT5MC5IO CT5KR1IO
Nominal Voltage 24 V DC 24 V DC
Communication interface IO-Link IO-Link
Port COM2 (38.4 kBaud) COM2 (38.4 kBaud)
Transmission rate 38.4 kBaud 38.4 kBaud
IO-Link Version 1.1 1.1
IO-Link Device ID 2 2
Product name CT5MC5IO CT5KR1IO
Product ID 915781781 915742742
SIO-Mode NO NO
Port class A A
Min. process cycle time 2.2 ms 2.2 ms

3

CLIC

1

2

CT5KR1IO

1

2

3

4

5

CT5MC5IO


